
Declarationofperformance 

According to ConstructionProductRegulation(CPR) 305/2011/EC since 9.3.2011 

Nr. P68221 

 
1. Uniqueidentificationcodeoftheproduct-type : 

Wirewithhook- HAK 
 

2. Type, batch,or serialnumberor anyother element 
allowingidentificationoftheconstructionproductasrequiredunderArticle: 

Wirewithhook - HAK 
 

3. Intendeduse or usesoftheconstructionproduct, in 
accordancewiththeapplicableharmonisedtechnicalspecification, asforeseen by 
themanufacturer: 

EN 13964 –notcarryingsuspendedceiling 
 

4. Name, registeredtradename or registeredtrademark and 
contactaddressofthemanufacturerasrequiredunderArticle11(5) : 

Ing.Pavol Závodský – PULZ 
ČSL armády 388/9 
SK - 907 01 Myjava 

 
Tel: 00421 (0) 34 621 6141 
Fax: 00421 (0) 34 621 6141 

E-mail: pulzmyjava@pulzmyjava.sk 
 

5. System or systemsofassessment and verificationofconstancyofperformance (AVCP) 
oftheconstructionproductas set out in CPR, AnnexV:  

System 3 
 

6. In caseofthedeclarationofperformance (DoP) concerning a constructionproductcovered by 
a harmonisedstandard:  

SK04 Notifiedtechnical test laboratory - TSUS Bratislava 1301 
 

7. Declaredperformance: 
Essential characteristics Performance Harmonisedtechnicalspecification 

Reactiontofire A1 Determination ofcommission 
Nr. 96/603/ES 1

)
 

Carryingcapacity:permissiblecarrying 
deformation limit 

250 N 
600 N 

EN 13964 

Corosionprotection:weightofzinccoat 
Exposureclass 

100 g/m2 

 B 
EN 13964 

Material: 
 

DS9007 EN 16120-2 

Dangeroussubstances 
 

NPD  

 
8. Theperformanceoftheproductidentified  in points1 and 2 is in 

conformitywiththedeclaredperformance in point 7. 
 
Thisdeclarationofperformance (DoP) 
isissuedunderthesoleresponsibilityofthemanufactureridentified in point 4. 
 
 
Signedfor and on behalfofthemanufacturerby: 
Dipl.Ing.Pavol Závodský  



Myjava,  12.06.2013  


