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Technical Characteristics 

Setting (informative value) 

Warp Weft 

36  ends / 10 cm 

9  ends / in 

36  ends / 10 cm 

9  ends / in 

Treated fabric weight (incl. glue)                
(informative value) 

62,7 ± 2,7 g / m2  

1,85 ± 0,1 oz / yd2 

DPU (coating + PSA) (informative value) 40 – 45 % 

Thickness (informative value) 
0,3 mm 

0,01 inch 

Tensile strength 

Warp Weft 

222 N / 2,54 cm 

50 lbs / in 

467 N / 2,54 cm 

105 lbs / in 

ASTM D3273 mold test 10 (Perfect) 

Dimensions & Packaging 

Standard width (1) (individual value) 
48 ± 2 mm  

1,6 ± 0,07 in 

Standard roll length (1) (individual value) 
90 m (± 2 %)  

98,43 yd (± 2 %) 

Rolls / box (1) 12 

Rolls / pallet (1) 480 (40 boxes) 

Storage conditions Dry room, storing temperature from -10 °C to 
+50 °C.  

Pallet (non-returnable) (1) 80 x 120 x 100 cm 

Quality Control 

Traceability (1) Batch no. marked on the box 

General Description 
The FibaTape® family includes a complete range of innovative drywall joint tapes and 
reinforcing products for both professionals and DIYers. This line includes self-adhesive 
fiberglass mesh tapes and corner tapes, patch and wall repair, sanding tools and 
accessories, ready-to-use wall patching compound and roof repair products. 

Technical characteristics 

Properties  
 

• Anti-mold (ASTM D3273) 
 

• Self-adhesive 
 

• High mechanical strength 
 
• Smooth finish 
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